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FOREWORD 


The trade-mark Day-BrITE is a symbol of quality mer- 
chandise, efficiently designed. 


Day-Brite originated the idea of the use of porcelain 
enameled steel reflectors in display lighting fixtures, and 
thru years of use porcelain enamel has proven its superiority 
in the commercial lighting field, where efficiency, rugged- 
ness and permanence of reflecting surface are important. 
This type of reflector is incorporated in all the fixtures 
listed in this catalog. 


In addition, the quality and workmanship put into the 
fabrication of Day-Brites, with the service rendered on all 
orders, put Day-Brite legitimately in first consideration 
when purchasing display lighting equipment. 


Fixtures listed in this book are covered by patents issued 
November 14, 1922; July 8, 1928. Other patents pending. 
Day-Brites are approved by the National 
Board of Underwriters. 
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How to Order and Install 
DAY-BRITE Sectional Showcase Units 


When ordering assembled showcase units, the following instructions should be carefully 
followed to avoid mistakes and delay in shipment. To specify which end 1s to have 
electrical connection, face back of case. Give inside dimensions of case, (a) inside 
length, (b) inside width, (c) inside height—also specify number of reflectors desired. 
Specify also whether all glass, wood or metal frame case (this is important because of 
type of hanging clip used in these various cases). If case has oval ends, send 
template to insure perfect fit. 


For All-Glass Cases 


TUBI 
RIGIO TUBING HANGING CLIPS 
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OTE HOW HANGING 
CLIPS ARE INSERTED 
AND FASTENED 10 CASE. 


HANGING CLIP 






























CONNECTOR FOR RIGID AND 
FLEXIBLE CONNECTION 


FLEXIBLE TUBING 

















In all glass cases, the hanging clip is slipped To install DAy-BrRITEs in wood frame case, hold 
between the front and top glass and bent down. the unit in place, insert the screws in the hang- 
The end tubing is carried to the rear of case and ing clips and install spring clip for holding down 
brought down from this point for electrical con- tubing. This tubing is carried thru the floor of 
nection (see cut above showing an all-glass case at front corner for electrical connection. 


installation). Switch is usually installed in rear base of case. 


For Wood Frame Cases 
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SPRING CLIP >4 







RIGID TUBING 













STRAIGHT CONNECTOR 


FOR RIGID NoTeE How HANGING 
AND FLEXIBLE 


CONNECTION || -— } SS} CLIPS ARE INSERTED 
a ed | - = <= S| AND FASTENED To CASE. 
s : SS ; HANGING CLIP 





























Clips furnished to hold 
connecting tubing se- 
curely in place. 
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Sectional Showcase Lighting 
For 6-inch T-10 Tubular Lamp 





tional showcase fixture. 





4-foot Case 


No 00425271 hice a $11.70 
5-foot Case 

INGO S905 2——24 So LSA eee ne a wee 12.45 

No 9053S ishtemer seen le 15.75 
6-foot Case 

INGOs 90622 Sic ht Saree ee ae ae 13.20 

INGOs: 9063——sulbig hice eres ra ae etic oa 16.50 

INO: 90642—-40eichtser wm me ele ios 19.80 
7-foot Case 

INO39073—oL leicht Sas pete ee een cee Wi7ez5 

INO. 9074-4 Wightsiay-3.2- ees ees ee: 20.55 
8-foot Case 

INOS 9083 =o Eich tS tepeem oearetee ee tate asda 18.00 

INO39084——Arlbiohtsteeenes sass oe ae te 21.30 


No. 9042 


The above illustration shows the completely assembled and wired sec- 


This fixture is made up of the standard No. 90 single units and connected 

with 3¢-inch rigid brass tubing. 

fastened by means of set screws, thus eliminating bothersome threaded 
connections. Standard finish, Statuary Bronze Plated. 


Tubing is inserted into the reflector and 


9-foot Case 


No. 9093—3 Lights........... $18.75 
INor.9094— 4, vichtcpare eset te eae crib 22.00 
INO 9095——oml iio iitice ween eerie ese es grs ZS 
10-foot Case 
INOs. 9003 OsINich (Sar rae ark soeme nest ae 19.50 
No: 9004—43lbightsenasice cee ee ee we 22.80 
INO: 9005=—or eights: eee een eens 26.10 
11-foot Case 
Nos 90144 Lightsee ass eres ene MB VES 
No: 001Ss25: Livhts: 1 4.eee wee 26.85 
ING: 9016 Or ichtseee seer eee 30.15 
12-foot Case 
INO89024—=4aichtsaee tn ae eee 24.30 
IN0:,9025—oplsichtsiae pene eee ae ee 27.60 
ING39026— Or lbioht sear eee ee aes 30.90 


The above prices are for complete fixtures assembled and wired and include all neces- 
sary parts and switch, but no lamps. (Use Standard T-10, 6-inch tubular lamp). 
Reflectors are spaced evenly to give best lighting results. 


Special Note:—When ordering assembled units be 
sure to give dimensions, (a) inside length, (b) in- 
side width, (c) inside height (See Page 4.) Max- 
imum length of down tubing furnished on 
standard units 42 inches, longer pieces addi- 
tional. Prices of assembled fixtures figured to 
nearest foot of case. 


To specify end to have electrical connection, face 
back of case. 


Prices for assemblies for cases longer than listed, 
add 75 cents for each foot of case—for each ad- 
ditional reflector add $3.30. Any finish other than 
Standard, 20% additional. 


Standard Package, One Set 


For single unwired units see Page 12. 


0) 


For addi- h 


tional parts such as tubing, fittings, clips, etc., 


see Page 13, for switches and boxes see 


a, 
Page 16. Cross Section 


No. 90 
14 actual size 











The above illustration shows the completely wired and assembled sec- 
tional wall case fixture for small wall display cases. This fixture is 


Assembled Wall Case Lighting 


For 6-inch T-10 Tubular Lamp 


No. 9142 






especially designed for cases where the reflector can be concealed. 
This assembly consists of the Standard No. 91 unit connected with 5/16 steel flexible 
conduit. Standard finish, Aluminum Spray. 


4-foot Section 


No.9142—2. Lights 216 eee eee $ 8.00 
5-foot Section 

INos 9152——2 Isic ht Sign aa eee ene ee 8.50 

ING: 9153—SalichitS sya ere a ene ee 11.25 
6-foot Section 

ING: 9162——2aFIS hts aerate ee OU) 

INOS O163—Salaic hits anew erie inn een ea ib pess 

INo..9164—4 Lightsaa..a-ce las slo eres 14.50 
7-foot Section 

INos 9173-3) Vichtsi eee eee ee 1225 

IN 0. 9174 —4 sigh ts% a carn ni res eee 15.00 
8-foot Section 

INot 9183 ——Selvichit sien, aaeneaee ei ener 29/5: 

No. 9184—4 Lights, pun =. 0 e550 


9-foot Section 


Nos.9193-—39Lichtson eeu ee ace eee $13.25 

No19194-—4 Lighten ee eee 16.00 

Nov9195—Siloightsheer sein eae ee 18.75 
10-foot Section 

INOS. 9103——3elcig bts aan eee eee eee 1375 

INo59104—4 Vishtsaa. oe ease eeeeLOLDO 

INO; 9105— oa leic hitstemrnier itor eeeee ee 19.25 
11-foot Section 

No... 91144 nichts pieeeck ra eek Gores 17.00 

Nos9ll5—5 ich toeeee eee ec ee 19.75 

Nos9116—6.biohtSaaee te eee ere 22.50 
12-foot Section 

Nos. 9124—4 Wiohtste eee enact re 17.50 

IN039125—oulights hasan en ne sea 20.25 

INo39126—G ion ts fae eee 23.00 


The above prices are for complete fixtures wired and assembled ready to install with 
all fittings except switch and lamps. Three-foot lead furnished with each fixture for 
electrical connection, longer lengths 25 cents per foot additional. To specify end to 


have electrical connection, face front of case. 


Reflectors are spaced evenly 


to give best lighting results. 


For assemblies larger than listed, add 50 cents per 
foot for each additional foot of case, for each addi- 
tional reflector, add $2.75. Any spray finish other 
than aluminum, 10% additional. 





For single unwired units, see Page 12. 


For addi- 


tional parts such as tubing, fittings, wire, etc., 


see 


Page 13. For switches and switch boxes, see 


Page 16. 


Standard Package, One Set 


These cross 


ections show two 
methods of installing No. 91 units. 


Cross Sections 
% actual size 
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Large Size Assembled Units 
For Standard Lamps to 100 Watts 





No. 95 Assembled 


The fixture illustrated above is especially designed for large wall cases, or small show 

windows. These assemblies comprise the standard Day-BriTE Nos. 95, 96, 120, 121 

units connected with steel flexible conduit, completely assembled and wired with a 

three-foot lead for electrical connection. In computing the price of assembled units, 

up to three feet is allowed between reflectors. Switch and lamps are not included. For 

spacing over three feet, add 50 cents per foot. Standard finish aluminum spray on 
No. 96 and No. 121 units—Statuary Bronze Plate on No. 95 and No. 120. 


On Plated fixtures tubing is sprayed to match reflectors. 
Sprayed finishes other than Standard, 10% additional. 
Plated finishes other than Standard, 20% additional. 


Assembled fixture for lamps up to 60 watts 


No. 95—Statuary Bronze—Plated finish, per reflector...... $7.75 
No. 96—Aluminum—Spray finish, per reflector............ 4.50 


Assembled fixture for lamps up to 100 watts 


No. 120—Statuary Bronze—Plated finish, per reflector... .$9.50 
No. 121—Aluminum—Spray finish, per reflector........... 6.50 


Standard Package, One Set 


Nos. 95, 96, 120 and 121 single unwired units, are shown on Page 12. 
Flexible tubing—box connectors, etc., are shown on Page 13. 


Switches and switch boxes are shown on Page 106. 


Special note: Face front of case or window to state which end is to have electrical con- 
nection. Give inside dimensions of case or window and number of reflectors desired. 

















Cross sections illustrate two 
methods of installing these units. 


To install as shown on left, 
hangers should be bent as indi- 
cated, on job. 











Cross Sections 
4 actual size 
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Continuous Trough Showcase Lighting 
For 6-inch Tubular Lamp, Standard Base 


@2: 
ee 





Above is shown a DAY-BRITE continuous trough showcase lighting 
installation in Gimble Brothers Department Store, Philadelphia, Pa. 





No. 2100, 2101, 2102— Showing twin socket arrangement. 





ae 2100 series Reflector illustrated is especially designed for floor 
vases having quarter round moulding inside front top rail where 

pee is to be fastened. Because of the construction of these cases 

Showing single socket arrangement. a special hanging clip is used as illustrated in cross section below. 





Unless specified otherwise the above 


fixtures will be furnished with elbow Son Twin Sockets Single Sockets 
connector at one end of fixture only. Straight Reflector Approximately Approximately 
If any other arrangement is desired Style No. 2100 24” Centers 18” Centers 
specify when ordering. Per foot Per foot 
Eight foot of lead wire is allowed on No. 2102—Drawn Steel, for spray finish............ $3.00 $3.00 
each continuous trough fixture for No. 2100—Drawn Steel, for ee finish..... . 3.50 3.50 
electrical connection. Specify end No. 2101—Drawn Brass...... Oe 4.00 4.00 

lo have elec trical connection fac ing Mite rs, per se t additional. 2 FiiQ Kes wh Seis: -$4.00 

Bacvisntice. : Curved sections—prices on ‘application. 





Sections less than 2 feet figured at 2-foot price. 


(The above prices do not include tubing and fillings to electrical connection— 
see Page 10 for style and prices). 

















Nos. 2100 and 2102 fixtures are also adaptable to continuous wall case lighting—when used 
for this purpose a straight connector is furnished at both ends so that the units can be easily 
connected together. 


Specifications 
Outer Shell—Drawn Brass or Steel. Sockets—Porcelain, single or twin. 
Reflecting Surface—Steel, Porcelain Finish—No. 2102, any Standard Spray— 
Enameled. : No. 2100, Statuary Bronze, Gun Metal or 
Size—Height, 17% inches; width opening, Nickel Plated. No. 2101, Natural, Bank 





we 2' inches; length, continuous. or Statuary Bronze or Nickel Plated. 
Cross Section 4 
actual size 
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Nos. 1900, 1911, 


floor case. 





Showing single socket arrangement. 


Twin sockets on Singlesocketson 
Straight Reflector approximate approximate 
Style No. 1900 24” centers 18” centers 
Per foot Per foot 
No. 1912—Drawn Steel, for 
Spravatinishipeessr ee eee $3.00 $3.00 
No. 1900—Drawn Steel, for 
plated finish . yea 3.50 3.50 
No. 191 Ten any Braay ae 4.00 4.00 


The above prices do not include tubing and fittings to electrical 
connections—see page 10 for style and prices. 


Miters, per set additional 
Curved sections, per foot 


Nos. 1900 and 1912 fixtures are also adaptable to continuous 
wall case lighting—when used for this purpose a straight 
connector is furnished at both ends so that the units can be 
easily connected together. 


Unless specified otherwise the above fixtures will be furnished 
with elbow connector at one end of fixture only. If any other 
arrangement is desired specify when ordering. 








Steel. 


Twin. 














Spray. 


Type G 


Plated. 


No. 


Specifications 


Outer Shell—Drawn Brass or 


Reflecting Surface—Steel, 
celain Enameled. 


Sockets—Porcelain, 


Finish—No. 1912, any Standard 
1900 Statuary 
Bronze, Gun Metal or Nickel 
No. 1911, Natural, 
Bank or Statuary Bronze, 


1912—Showing twin socket arrangement. 


No. 1900 series Reflector can be used in any standard construction 


For hanging arrangement, see cross sections below. 


Eight foot of lead wire is allowed on each continuous trough 
fixture for electrical connection. Specify end to have electrical 
connection facing back of case. 


Sections less than 2 feet figured at 2-foot price. 

When ordering continuous showcase lighting, be 
sure to give all the following information :— 

(a) Exact inside dimensions of case. 

(b) Catalog number of reflector. 


(c) Style of hanging arrangement by letter (see illustrations 
below). 


(d) End to have electrical connection (face case from back). 


(e) Specify style of end tubing if end tubing is to be furnished, 
(X or Y, see Page 10). 

(f) Style socket—single or double. 

(g) Specify finish. 


(h) On curved sections, send template. 






















Por 


Single or 

















Type D 


This arrangement uses no clips— 
the fixture is screwed directly to 
the case from within the shell. 


Gun Metal or Nickel Plated. 
Size — Height, 


























width opening, 
length, continuous. 


Cross Sections % 
actual size 


134 inches; 
21 inches; 
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Continuous Trough Showcase Lighting 


For Intermediate Base Lamp 


Nos. 1800, 1801, 1802 


This fixture is designed to take the new intermediate base T-614 tubular 
lamp, the unit being exceptionally small. 


Single sockets Single sockets ° . : , 2 
Straight Reflector Re rornate ewan pre ele Eight foot of lead wire is allowed on each con 


No. 1800 Series 18” centers 12” centers tinuous trough fixture for electrical connection. 
Per foot Per foot 3 ; is E 

No. 1802—Drawn Steel Specify end to have electrical connection facing 
for spray finish ........ $2.85 $3.35 back of case. 
No. 1800— Drawn Steel Sanne fi : : 
Ces os 3.30 3.80 Sections less than 2 feet figured at 2-foot price. 
No. 1801—Drawn Brass 3.75 4.25 
The above prices do not include end fittings—see Specifications 
illustration below for style and prices. 
Miters per set additional............... $4.00 Ouicre ici Drawn Rises eee 
Curvedisections pet OG Ota ee sine O00 Reflecting Surface—Steel, Porcelain Enameled, 


Sockets—Porcelain, single. 


Finish—No. 1802, any Standard Spray. No. 
1800, Statuary Bronze, Gun Metal or Nickel 
Plated. No. 1801, Natural, Bank or Statu- 
ary Bronze or Nickel Plated. 


Size—Height, 13g inches; width opening, 15 
inches; length, continuous. 








Cross Section V% Any style hanging arrangement shown on 
actual size Page 9 can be used on this fixture also. 
+ + 








Style Y when tubing is to run down front of case. 
Comprises down tubing, fittings, flexible conduit 
and box connector—no switch included, $2.50. 





eae 








a ee ne a 
a - . ; 


iF Style X when tubing is run down back of case. 
iS Comprises all tubing, fittings, flexible conduit and 
=} box connectcr—no switch included...... $3.00. 


RA MINI ee 


ee For switches and switch boxes, see Page 16. 
LI NIOOIIITON TOI NOTOCOC OOO OOOSOOU cE ||| 
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Assembled Unit Showcase Lighting 


For Intermediate Base Lamp 


No. 8042 


The above fixture is the assembled intermediate base lamp unit for 
showcase lighting. This new T-614 lamp being much smaller than the 
regular tubular lamp makes the use of a smaller size fixture possible and 
provides a more inconspicuous installation. Reflectors are spaced evenly 
to give best lighting results. 


This fixture is made up of the standard No. 80 single units and connected with 34-inch 
rigid brass tubing. Tubing is inserted into the reflector and fastened by means of set 
screws, thus eliminating bothersome threaded connections. 

Standard finish, Statuary Bronze Plated. 

10-Foot Case 


4-Foot Case 7-Foot Case No. 8003—3 Lights. ... .$18.50 
No. 8042—2 Lights... . .$11.00 No. 8073—3 Lights..... $16.25 No. 8004—4 Lights..... 21.50 
No. 8074—4 Lights..... 19.25 No. 8005—5 Lights..... 24.50 





No. 8052 on ee cate 11.75 oouccrs a eran 
oO. — ights..... - No. 8083—3 Light 17.00 No. 8014—4 Lights..... 22.25 
No. 8053—3 Lights. .... 14.75 Novas richie ae No. 8015—5 Lights... .. 25.25 
ate No. 8016—6 Lighis..... 28.25 
6-Foot Case 9-Foot Case 12-Foot Case 
No. 8062—2 Lights..... 12.50 No. 8093—3 Lights Liit> No. 8024—4 Li 
: « OUFI—S Lignts..... of A Shts tee 23.00 
No. 8063—3 Lights..... 15.50 No. 8094—4 Lights..... 20.75 No. 8025—5 Lights..... 26.00 
No. 8064—4 Lights..... 18.50 No. 8095—5 Lights..... 23.75 No. 8026—6 Lights..... 29.00 
Special. Note:—When ordering assembled units, be sure to give The above prices are for complete fixtures assembled and wired and 
dimensions, (a) inside length, (b) inside width, (c) inside height (see include all necessary parts and switch, but no lamps. (Use inter- 
Page 4.) Maximum length of down tubing furnished on standard mediate base lamp, T-614, 25 watt.) 
units 42 inches, longer pieces additional. Prices of assembled 
fixtures figured to nearest foot of case. (To specify end to have For single unwired units, and additional parts such as tubing 
electrical connections, face back of case.) Prices for assemblies for fittings, clips, etc., see Page 13—for switches and boxes, see Page 16. 


cases longer than listed, add 75 cents for each foot of case—for each 
additional reflector, add $3.00. Any finish other than standard, Standard Package, One Set 
20% additional. 


Assembled Wall Case Lighting 


For Intermediate Base Lamp 






No. 8142 


The above illustration shows the completely wired and assembled sectional 
intermediate base lamp fixture for small wall display cases. On cases having 
a very narrow cornice to conceal reflectors, the use of these units is recom- 
mended. This assembly consists of the standard No. 81 unit connected with 
5/16-inch steel, flexible conduit. Standard finish—Aluminum Spray. 


4-Foot Section 7-Foot Section 10-Foot Section 
INossl42—2 Lights. scnaedens. 2st 7.00 INoaS173—~s Lightsseoame ee ee ep LL.OO No. 8103—3 Lights.............-.-$12.50 
INO 817 4—4 Lights aenense tee ee OO No. 8104—4 Lights..........2..... 15.00 
5-Foot Section Nos SLOS—o-Lightserserues een L750 

sat | 7 @ 

ae ates tee So et: Faas pee 8-Foot Section 11-Foot Section 

Sp ay a eee ay No. 8183—3 Lightsea. Sem os. ote 1.50 OL bpd res a at irae page 
. No. 8184—4 Lights................ 14.00 0.81155, Lightean. eects. i 

No. 8162—2 yahee eros POY s: 8.00 No. 8116—6 Lights? oo. 3...) 20.00 

INGS S163 =—3 lights ereen amie LO.50 9-Foot Section 12-Foot Section 
1 Feit Ot PT ar om he ano gor 13.00 No. 8193—3 Lights...........----- 12.00 No. 8124—4 Lights................ 16.00 
Nos 8194—4 Lights jae dens 14.50 No. 8125—5 Lights 2 oct PE ate SE ews 18.50 
Use T-6% tubular intermediate base lamp. Non 8195—5) Lights’ saree ss ere ss 17.00 No: 8126-6) Lights ane eee te LOO 


The above prices are for complete fixtures wired and assembled ready to install with all fittings except 
switch and lamps. Three-foot lead furnished with each fixture for electrical connection—longer lenghts 
25 cents per foot additional. (To specify end to have electrical connection, face front of case.) 


For assemblies larger than listed, add 50 cents per foot for each 
additional foot of case—for each additional reflector, add $2.50. 


Cross Section 
Nos. 80 and 81, 
For single unwired units and additional parts such as tubing, fittings, YG actual size. 
wire, etc., see Page 13. For switches and switch boxes, see Page 16. 


Standard Package, One Set 


Any spray finish other than aluminum, 10% additional. 
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Unwired Units for One and Two Lights 


For one Tubular T-10 Lamp 


No. 90—Single unwired unit, length 9 inches, drawn of brass, 
porcelain socket. Statuary Bronze, Plated finish, Cache eee 


No. 91—Single unwired unit, length ao inches, drawn of brass, 
porcelain socket. Aluminum Spray finish, each......-+.-..+ - $2.75 





No. 90 


No. 190—Unwired unit, length 18 
inches, made of brass, twin porce- 





lain socket. Statuary Bronze, 

Plated finish, each «siete $5.75 

No. 191—Unwired unit, length 18 Cross Section 
inches, made of steel, twin porce- Nos. 90-91 

lain socket. Aluminum Spray 190-191 5 
finish, eAch,..nscaheige tiie ae ts 384050 Height, 1% 


Opening, 24%” 
With Nos. 90 and 190 Reflectors, use 34-inch brass tubing. 
With Nos. 91 and 191 Reflectors, use 5/16-inch steel flexible conduit or 14-inch brass tubing. 


For completely assembled units of Nos. 90 and 91, see Pages 5 and 6. 


Standard Package Nos. 90 and 91, Twelve. Standard Package Nos. 190 and 191, Six. 


For one Standard Lamp, 15 to 60 watts 


No. 95—Single unwired unit, length 9 inches, made of brass, porcelain socket. 
Statuary, Bronze Plated chnish, caching erate strona oe ertien Reletente ete ete aie po 


No. 96—Single unwired unit, length 9 inches, made of steel, porcelain socket. 
Aluminum (Spray hinish each eames acre eeis ets ono eye alae eee $3.20 





No. 95 


For two Standard Lamps, 15 to 60 watts 
No. 195—Unwired unit, length 
15 inches, made of brass, twin 
porcelain socket. Statuary 
Bronze Plated finish, each. ..$8.00 











Cross Section No. 196—Unwired unit, length 

Nos. 95-96 15 inches, made of steel, twin 
195-196 porcelain socket. Aluminum 

Height, 31%” Spray inish eachenms. ater .. $5.00 





Opening, 414” 


No. 195 


With above units use 5/16-inch flexible steel conduit, 14-inch iron pipe or 14-inch brass tubing. 
For completely assembled units of Nos. 95 and 96, see page 7. 


Standard Package No. 96, Twelve. Standard Package Nos. 95, 195 and 196, Six. 


For one Standard Lamp up to 100 watts 





No. 120—Single unwired unit, length 12 inches, made of brass, 
porcelain socket. Statuary Bronze Plated finish, each..............$8.00 
No. 121—Single unwired unit, length 12 inches, made of steel, 
porcelain socket. Aluminum Spray finish, each ....................$5.00 





No. 120 
For two Standard Lamps up to 100 watts 


No. 220—Unwired unit, length 
15 inches, made of brass, twin 
porcelain socket. Statuary 
Bronze Plated finish, each... .$9.25 





No. 221—Unwired unit, length 

15 inches, made of steel, twin Cross Section 

porcelain socket. Aluminum Nos.. 120-121 
Spray finish, ach: ee ess eee pOnwe 220-221 

= Height, 444” 

No. 220 Opening, 51%” 

With above units use 34-inch flexible steel conduit, 3¢-inch iron pipe, 54-inch brass tubing or No. 14 BX wire. 

For assembled units Nos. 120 and 121, see Page 7. 
Standard Package Nos. 120 and 121, Six. 





Standard Package Nos. 220 and 221, Six Assorted. 
Finishes other than Standard:— Brass pull chain sockets can be furnished in any of the above fixtures. 
Plated finishes 20% 1 Additional Single'pull ichain socket.) s¢-uc sae een eee $0.50 additional 
Spray finishes 10% §° ce Twin pull. chain socketci% « sr.« a6 crea eae reise le) a 1.00 additiona] 


Hanging clips and screws included in above prices. 
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Unwired Units for One and Two Lights 


For Intermediate Base Lamp 
For one T-6!/, Tubular Lamp For two T-6!/, Tubular Lamps 








No. 80 No. 180 
No. 80—Single unwired unit, drawn No. 180—Unwired unit, made of 
of brass, Porcelain Socket, Statu- brass, two single Porcelain Sockets, 
ary Bronze Plated finish, each. . . .$3.00 é : Cross Section Statuary Bronze Plated finish, each $5.50 
"ross Section Nos. 180 
No. 81—Single unwired unit, drawn iam hel ts : eee ‘ No. 181—Unwired unit, made of 
‘ a, Ze. 4 ( Ze. . . =, 
of brass, Porcelain Socket, Alum- ; steel, two single Porcelain Sockets, 
ENG Syoremy Weblo, CAVE. nko sooo du ened daao- 2.50 Aluminum Sprayainishy earch soda. 64.25 
Dimensions—-Length, 84% inches; width, 134 inches; Dimensions—Length, 18 inches; width, 134 inches; 
height, 1%¢ inches. height, 1% inches. 
Standard Package, Nos. 80 and 81, Twelve. Standard Package Nos. 180 and 181, Six. 


Use %-inch brass tubing with Nos. 80 and 180 and ;4-inch steel 
flexible conduit or 44-inch brass tubing with Nos. 81 and 181. 
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Detail of Construction of Day Brite Units Nos. 80-81-90-91 


HANGING CLIP 


ONE PIECE DRAWN 
™ BRASS SHELL 


COLLAR / ’ = — a Aeleebe dies ——< clad ab a 
: 3 V4 STEEL PORCELAIN 


S 


x 
VA . ENAMEL LINER 


COVER OF PORCELAIN SOCKET 
WIRING CHAMBER SPECIAL DAY-BRITE DESIGN TUBULAR LAMP 





Parts List for Unwired Units 


Standard Package 
Quantity 


Peciiaeln (OYRIAS (eel OM Ty ee. (OTE TT. 6 oo og neon en Ch or boo eR Hh ao ocoD Ho ool aU Nee) 100 feet 
Elbows €ach eee eee ree coe gl ceo Oe, NaH aiepn id sae Macon etree 340 24 
Ubinciconnectors teacher eee ein Lys ee ee ett torte, Ais ce oO 24 
phiine cupaxceen Sates Saas SHAE Oa eee eee ae erates, Fo LO 24 
ys-inch steel Hexible Pabinees per Hoar SE ss Serer Pe ANG ee dD 250 feet 
$4 inch steel flexible tubing, OTL Ae eet APLC. 5k tees eae .20 250 feet 
inch fexible tubine box connectors, eaGhia.4.62+ 56 aeee see se ences ele 24 
Pe CiMlexiolestl bin eapOx CONMECLOLS sea Cita ni mee ner ieee. mens LZ 24 
AP thet Cl seo abl bakes oeeh PPM ood 8) oa oe Pao eh oGoeoe sone eae eee) 24 
INGeL SS lO WaDUbningawices Delt OO Lam. ie. terrain. 2nthtek. ieee ree 0D 250 feet 
Nos 4 olowEDucniniommire s permOObtes Ame ce i cea hien ide Soke aren 0S 250 feet 


For switches and boxes see Page 16 
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Refrigerator Case Reflectors 
For Concealed Wiring 


The refrigerator reflectors shown below were originated by Day-Britr and employ the 
same principals as are found in all Day-BriTE units. The outer shell is drawn of a single 
piece of heavy gauge brass. The liner is of steel, porcelain enameled, socket porcelain, 
special design. A special ventilating system prevents 
the reflector from becoming too warm. 





Tor. OF Counter 

















Cross Section showing a 
No. 50 Reflector 
attached to refrigerator. 











No. 50 No. 60 
No. 50 Reflector illustrated above, _de- No. 60 Reflector is another design of ex- 
signed for concealed wiring only. When terior light for concealed wiring. This unit 
installing this unit a special junction box is 10 inches long for one T-10 Tubular 
should be used for making connections. lamp. Use special junction box for install- 
For one T-10 Tubular lamp. | No. 50—8 ing this fixture. Per Reflector, unwired...$4.00 
inches long, per Reflector, unwired....... $3.60 8 % pny : agin Soe 


(Junction Box is illustrated on Page 106.) 





No. 61 


No. 61—Similar in design to above, except 15 inches 
long, special porcelain socket for two T-10 Tubular 
lamps. Per Reflector, unwired...................$6.00 


Standard finish Statuary Bronze and Nickel Plated. 


d 1a ( Can also be furnished in Chromium Plate at 
70 cents additional for one-light Reflector. 


$1.00 additional for two-light Reflectors. 
Standard Package, Twelve. 


The above is for Reflector only, unwired. For all parts necessary in assembly see Page 16. 
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Refrigerator Case Reflectors 
For Surface Wiring 


No. 40 Reflector illustrated below is for exterior lighting. This fixture can be installed 
on cases while in service, having an outlet at each end for tubing connection. 
All tubing is exposed. (See Figures 1 and 2.) 


No. 40 Reflector—8 inches long, drawn of one- 
piece heavy gauge brass, liner steel porcelain 
enameled, socket porcelain, special design, for 
one T-10 Tubular lamp. Reflector only, un- 
WitEd ach teeetoe ree Oe pe te ee cog 8 rie P4.00 


Standard Package, Twelve. 





No. 40 


The above is for single Reflector only, unwired. For all 
parts necessary in assembly see Page 16. 


ELBOW 






SOFT TUBING 


REFLECTOR 
BEND TO FIT ¥ 


STRAIGHT 
CONNECTOR 


SURFACE 














Fig. 1 


Shows tubing installation on end 
of case to switch box. 


Fig. 2 


Completely Wired and Assembled Refrigerator Lighting 


No. 40 Reflector can also be furnished, assembled and wired complete at factory at the 
following prices. This assembly is complete with switch ready 
for installation—no lamps included. 








No. 4062 


6-Foot Case 12-Foot Case 


No. 4062—2 Lights.’........ $14.60 No. 4023—3 Lights......... $23.10 


4 MGnts ona... 27.10 
8-Foot Case No. 4024—4 Lights. 7 


No. 4082—2 Lights......... 16.10 14-Foot Case 
No. 4083—3 Lights......... 20.10 No. 4043—3 Lights......... 24.60 
= (ed MY ECYe ay rah ae 28.60 
ee coe Neieieoa Wee 36.60 
Non4003— 3, Lighte-so5 eee 2.21.60 a ea cae 
No. 4004—4 Lights......... 25.60 Standard Package, One Set 


Face back of case to state end to have electrical connection. 


For interior lighting of refrigerator cases the Nos. 80, 81, 90 and 91 units 
shown on Pages 5, 6 and 11 can be used. 
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IN‘jomet 


No. 1—Complete single pole Toggle 
switch, plate and No. 3 box, each. .$1.00 


No. 4 


No. 3—Box with ears for flush 
mounting—length, 3 inches; width. 





No. 5 


No. 5—Surface type switch box, 
galvanized — 4 | inches long; 2% 
inches wide; 114 inches deep, each. $0.35 





2 inches; depth, 234 inches, each.. .$0.30 


No. 6—Small junction box, gal- 
vanized—3 34 inches long;1% inches 
wide; 1% inches deep, each....... “eG! 


No. 4—Surface type switch box, 
galvanized—4 inches long; 2% 
inches wide; 21% inches deep, each. .35 


No. 2—Combination receptacle— 
switch, plate and No. 3 box, each.. 3.00 





Nov / No. 8 No. 9 No. 10 Fig. 1 
No. 7—Surtace type, galvanized, No. 9—Blank galvanized cover for No. 10—Levolier Pullswitch,which 
Toggle switch cover for boxes 4 and box, 6;,each sete oo. ee sean $0.22 can be mounted on Styles 8 and 


S-ONLY Cache mtn ee eae $0.22 9 covers as illustrated, Figure 1, 
SWiLCheOnlyeaCh =e $1.15 
No. 8—Blank galvanized cover Standard Package, Ten each 


for boxes 4 and 5, each.......... CLL 


Wire, Tubing, Connectors, etc. 
For Connecting Refrigerator and Showcase Units 


Standard Package 





Quantity 
44-inch brass'tubing; per foot... n.5 eee eee ee ee ee BOO 100 feet 
Elbows, each. es re Pe a en Moot aoc 2 SRS EW 24 
Tubing connectors, each.. Re re eae ae As SIRE ISL 24 
Spring clips, each 1.7305 aie achsaany sien ae eee ee a ee -10 24 
¥c-inch steel flexible.tubing; per. foot... ee ee ee 250 feet 
3¢-inch steel flexible tubing, per foot.. PRO Mates aon fos ce PAY 250 feet 
ye-inch flexible tubing box connector, edth ks ee eee? 24 
3¢-inch flexible tubing box connector, Cache ee ee ae eee 24 
te-inch fitxiblet@fbing straps, each: ...........:-<s+..s-.15... 410 24 
No..18—Slow burning wire, per [ootce ss) eee OO 250 feet 
No. 14—Slow burning wire,;perfoot ee eee ee OS 250 feet 
Junction Boxes for Concealed Refrigerator Wiring 
No. Ji—Type C—%% x %, each..............$0.40 
No. gx 4, See Te Nes -40 
No. J3—Type T— 3% x 3% x &%, each.......... -50 
No. J4—Type T—%% center bg 4 x WW, each. -50 
No. J5—Type T—%x 4% x W, each.......... -50 
No. J6—Type T— i center x “ x 7s each.. -50 
Cover, each. : Tee ee ees LO 


All measurements for brass tubing outside diameter. 
The '%-inch can also be used for 3;-inch flexible 
conduit. 





Dimensions of box only, 144"x34"x74" deep. For 
each collar add \% inch to above measurements. 


Standard Package—24. 
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Picture Lighting 





COURTESY THE NEWHOUSE GALLERIES, ST. LOUIS 


Method of Approximating Proper Size Picture Reflectors 


To properly illuminate a painting, the reflector should be about one-half to two-thirds 
the length of the canvas and should project slightly less than one-half the painting’s 
height. 


Viz.:—On a painting 28 inches high, 30 inches long, the reflector should be 15 inches long 
and project about 12 inches from the canvas. 


For paintings up to 42 inches in height, the tubular lamp reflector will give efficient 
illumination; over 42 inches, use the large size standard lamp reflector. 


Do not include frame in measuring paintings for reflectors. 


The above is a guide only to cover general conditions. 
In choosing the size of reflectors, such conditions as 
color of canvas and mounting height from floor, must 
be taken into consideration. The best results are 
obtained by adjustment of reflector after installa- 
tion. For this reason DAay-BRITES are made ad- 
justable horizontally and vertically. 





Accompanying drawing shows how reflectors 
are fastened to picture frames. 
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Picture Reflectors 


The picture reflectors shown below can be furnished in steel or brass. The Standard 
finish on steel is Gold Spray—on brass, Brush Brass. 





Cross Section, 
Vy actual size. 





Day-BriteEs are adjustable in horizontal and vertical positions and also at the fitting— 
nine feet of silk cord and plug are furnished with each fixture. 












































STEEL BRASS Lenctu | NumBer| Numper |__LENGTH ARM SizE DIMENSION 
Catalog . _|Catalog| p_: OF OF OF : : LAMP OF 
No. | Price | “No, °| Price |rertecror| Licuts | Brackets| Horizontal] Vertical FIXTURE 
| 

720 |$ 9.00} 730 |$11.50 g” One One 10” i) ARM loyilkene || POA SRA 
721 | 11.50) 731 | 14.50 boy! Two : 128 6” a = ee # 
7pRd || AVS HOl) || 7/72 21.50 24” Three 5 LSS 8” a a * 
(248 20.00) 733 27.50 30” Four Two i5% 8” ry i _ se 
724 12.00) 734 15.00 104 One One 12% 8” |15-50, TypeA Ax 5" 
(25 OOM OD 19.00 iy” Two - iE Se Ee het . is 

Standard Package, Tubular Lamp Size, Twelve. Standard Package, Standard Lamp Size, Six. 








No. 





880 


The unit shown here is for very small paint- 

ings. Reflector is 6 inches long and designed for the 

Candelabra baselamp. It is constructed similarly 
to the above picture lights. 


No. 890—Brass—Brush Brass finish... ..$9.50 
No. 880—Steel—Gold Spray finish..... . 8.00 





Standard Package, Six. 
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Picture Reflectors 


Illustration Tubular Lamp Size, Picture Reflector No. 600 Series. 






Cross Section, 
Y{ actual size. 












































SE Be BRASS Lenctu | NumBEer! NUMBER LENGTH ARM ares Sinn 
Catalog . Catalog : OF OF OF p : Biri 
No. | Price | “No, ~| Price |pertecror| Licuts |BracKets|{10rzontal] Vertical] *IXTURES ed 
620 |$ 9.50} 630 |$12.00 9% One One LOR 6” 34% x 23%” |T10-Tubular 
621 12.00 631 15.00 bby Two a iL Ou Be a os st 
622 16.00 632 22.00 JAW Three we is” 8” _ e a le 
623 21.00 633 28.00 30” Four Two teas 8” a ee he a 
624 | 12.00| 634 | 15.00 10” One One 12" 8” | 5%x4\y" 115-50, TypeA 
625 14.00 635 19.00 Als} Two * Si 8” s a sa aha 
626 19.00 636 24.50 Dae Three “ec je 10” ae ae ae sé “eé 
627 26.00 637 34.00 30” Four Two if 10” ae sc “e “cc oe 
628 34.00 638 42.00 AY Six ie 18” 10” a 8 -: Tas 
Standard Package, Tubular Lamp Size, Standard Package, Standard Lamp Size, 
Twelve, Assorted. Six, Assorted. 


Illustration Standard Lamp Size, Picture Reflector No. 600 Series. 





Standard finish—Steel, Gold Spray. 
Brass, Brush Brass. 14 actual size. 


Cross Section, 
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Overhead Lighting 


For Art Galleries, Rug Departments, Tapestry Departments, Etc. 





Showing an installation of No. 770 reflector—Notice the continuous length 
obtained by coupling single sections together. 


No. 770—Overhead lighting fixture can be made in con- 
tinuous lengths by coupling sections together. Will take 
lamps up to 100 watts, per foot, wired................$6.75 
No. 773 is similar to the No. 770, except for shape of 
shell. For lamps up to 100 watts, per foot, wired...... 7.00 


No. 774 same design as No. 773, ec for pee up to 
150 watts, per foot, wired. a hate. Sian Ese 


75 cents per foot additional eheree for shite less than 4 feet. 


Pull Switches to controll sections as desired can be 
furnished. each ® cig oe il ies ee ee nen 5 4.00) 





Cross Sections Nos. 770 and 774, \% actual size 


No. 770 


Specifications 


Outer Shell—Steel. Dimensions—No. 770, height, 434 inches; width, 6 
F ec, 4 oa inches; length continuous. 

Reflecting Surface—Steel, Porcelain Enameled. : : 

: 5 ; No. 773, height, 5 inches; width, 6 inches; length 
Sockets—Twin Porcelain, spaced on approximate 24- continuous. 
_inch centers. ‘ No. 774, height, 614 inches; width, 8 inches; length 
Finish—Any Standard Spray. continuous. 
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Picture Foot Light and Curiosity Case Reflector 


No. 790 reflector illustrated below is for 
use on mantel pieces, for the illumina- 
tion of picture from below. It is listed 
only in one standard length. Prices and 
information on other lengths fur- 
nished on request. 





No. 790 


No. 790—Mantel piece reflector is made of 
Drawn Bronze moulding; the reflecting sur- 
face is steel porcelain enameled; socket, special 
twin porcelain, and equipped with 9 feet of silk 
cord, push-thru switch and plug. This unit is 
equipped with adjustable louvers for the proper 
control of light on pictures, each....... $40.00 


maid Ree cae 


Length, 17 inches at bottom, for two T-10 
Tubular Lamps. May be had in any Standard 
Plated finish. 


Standard Package, One. 


Cross Section No. 790 
VY actual size. 





Over showcase reflector that can be used on cigar, candy cases, etc., where an inside light 
is not desirable or practical, can be furnished in Bronze or Steel; equipped with porcelain 
enameled liner, twin porcelain socket, Toggle switch, 9 feet of silk cord and plug. 


Length, 14 inches for two Standard 25 watt lamps. 





No. 900 


Bronze reflectors may be had in any Standard Plated finish. 
Steel reflectors any Standard Spray finish. 


No s9 01 Stee nn er re LOO) 
IND O00 Bronze eee ee LO.) 


Standard Package, One. 
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Bracket Lighting 


Bracket reflectors can be furnished in standard units as listed, made of brass or steel 
and can be finished as follows: 


Finishes—Brass—Bank, Statuary Bronze or Brush Brass. Steel—Any Standard Spray. 
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: No. 130 
Cross Section No. 131, 
Vg actual size. 
STEEL BRASS LENGTH | LENGTH | SIZE STYLE | DIMENSIONS 
Catalog ._ | Catalog . _|REFLECTOR| ARM LAMP SOCKET OF 
No. Price No. Brice Inches Inches Porcelain REFLECTOR 
145 |$ 8.00 130 |$11.50 9 10 25W, T-10 Single 24%x3 
144 10.00 129 te iS i ss fe Twin 24%x3 
146 | 10.00} 131 | 13.00 10 10 15-60, Type A Single 344x4\% 
147 | 12.00] 132 | 16.50 15 12 - se Twin 344x4% 
161 | 11.00} 160 | 15.00 10 18 60-100, Type A Single 4 x5 
163 13.00| 162 19.00 15 18 s: Se Twin AMI XA0 
No. 230 Cross Section No. 231, 
YY actual size. 
STEEL BRASS Lenctu | LENGTH S1zE STYLE DIMENSIONS 
Catalog| ae Catalog| p,i., | REFLECTOR ARM LAMP SOCKET OF 

No. es No. hia Inches Inches Porcelain REFLECTOR 
245 |$ 9.00! 230 |$12.00 9 10 25W, T-10 Single 234 x 33% 
244 | 11.00} 229. | 14.00 15 10 a ‘e Twin 234 x 3% 
246 1250) ez 14.50 10 te 15-60W, Type A Single A X40 
247 13200) 232 e ee LS.003) 15 ie, * a Twin 4 x5 























For continuous length bracket lighting, see Page 49. 


Allbracketsare equipped with porcelain enameled 
reflecting surface, porcelain keyless sockets and 
wired complete ready for installation, 


Single pull chain brass sockets, additional . $0.50 


Twin pull chain brass sockets, additional... 1.00 


Goose neck instead of straight arm, 
additional....... 


1.00 


Toggle switch can be furnished in canopy 


Additions] Wea eet a See 


1.00 


Special Plated finishes other than listed, 


additionally arene eee ee ee 


. 20% 


Standard equipment on above fixtures, round 
canopies and stems—specify whether Crowfoot 


or Hickey is desired for mounting. 


When ordering specify finish. 


These fixtures can also be furnished with strap or 


flange fittings as indicated on Page 25. 


3 and 4.) 


(Figures 


Standard Package, Three. 
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Bracket Lighting 


Showing other bracket styles, using square stems and canopies. Fixtures equipped with 
porcelain enameled liners, porcelain sockets and wired complete ready for installation. 














No. 331 \ 
Cross Section No. 331, 
YY actual size. 
3 oT BRONZE LENGTH | LENGTH SIZE STYLE DIMENSIONS 
catalog . | Catalog . _|REFLECTOR| ARM LAMP SOCKET OF 
No. Price No. Price Inches Inches Porcelain REFLECTOR 
345 |$ 9.50] 330 /$12.75 9 10 25W, T-10 Single 23%%x3k 
344 150i 29 15.00 15 10 a a Twin 2%x3kh 
346 12200) E 15.00 10 TED 15-60, Type A Single 44%x5 
347 14.00} 332 19.00 NS i = een Twin 44%x5 





























Cross Section No. 431, No. 431 
4 actual size. 


The fixtures listed below are made of Bronze only and can be furnished with 
diffusing glass bottom, if desired. 














BRONZE WITH LENGTH | LENGTH SIZE STYLE DIMENSIONS 
Catalog| price DirFUSED |REFLECTOR| ARM LAMP SOCKET OF 

No. GLASS Inches Inches Porcelain REFLECTOR 
430 ($14.50 $17.50 9 10 25W, T-10 Single 3K%x3k 
429 S725) 20.00 15 10 os S Twin 34%x3k 
431 19.00 10 12 15-60, Tyne A Single | 444x5 
432 | 24.00 15 12 s i taco Twin 41ox5 
433 25.00 10 15 ‘ ea Single i) week oo 
434 32.00 | 15 r5 a pana Twin uma esa 




















Single pull chain brass socket, additional . $0.50 Standard Finishes—Bronze—Natural, Bank or 

Twin pull chain brass socket, additional. . 1.00 Statuary Bronze, Brush Nickel. 

Goose neck instead of straight arms...... 4.00 Steel—Any Standard Spray. 

aid feeble ance can be furnished in canopies, 1.00 When ordering specify finish desired. Specify 
5 ‘ Si ee he hg ee whether Crowfoot or Hickey is desired for 

Special Plated finish, additional.......... 20% mounting. 


Standard Package, Three. 
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Cashier Cage Reflectors 
Standard 18-inch Units 





No. 1012 



































3 ; : 
; Specifications 
; ; ; : Outer Shell—Brass or Steel. 
Standard 18-inch reflector with diffusing Reflecting Surface—Steel, Porcelain Enameled. 
glass bottom for cashier’s cage, ticket : Sockets— Brass, Twin Pull Chain. 
oa t : Finish—Steel, any Standard Spray. 
Windows, Cc. 4 Brass—Brush Brass, Natural, Bank or Stat- 
uary Bronze. 
No. 1014 No. 1012 
No. 1014—Steel, 25 watt Tubular No. 1012—Steel, 15-25 watt 
T-10 Lamp. . .$12.00 Type A Lamp ca. ee eee $12.75 
No. 1024—Brass, 25 wattTubular No. 1022—Brass, 15-25 watt 
T-10 Daten 16.50 TyperAjlanp. eee ee 17.50 
Dime he uy ene: Dimensions— Height, 34% inches; 
width, 3 16 inches; length, 18 inches. width, 414 inches; length, 18 inches. 
cies 
No. 1011 No. 1010 

No. 1011—Steel, 15-50 watt No. 1010—Steel, 15250 watt 
ype Aa Lanip guests tree plone} TyperAd Lampe on ie re SL tees 
No. 1021— Brass, 15-50 watt No. 1020— Brass, 15-50 watt 
ype-A (Vamp wien. Ger LO TypetAl Rants o ae 18.00 
Bnet Se eee 4 inches; width, Dimensions—Height, 4 inches; width, 
5 inches; length, 18 inches. 5 inches; length, 18 inches. 


No. 1016—Drawn_ ‘Steel, 
15-50 watt Type A Lamp. .$17.50 
No. 1026— Drawn Bronze, 
15-50 watt TypeALamp.. 24.00 
Dimensions—Height, 4 inches; 
width, 5 inches; length, 18 inches. 


For continuous lengths, see 
Pages 30 and 31. 


Standard Package, Six Assorted. 


Note: Fixtures Nos, 1016and 1026 
furnished with hinged frame and 
all other fixtures on this page 
equipped with removable frames, 
not hinged. 


Any fixture complete without 
wiring, deduct 80 cents. 





Specify finish desired. Cross Sections % actual size 


a a a 
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Special Brackets 


No.505 Utility Reflector—This fixture has a drawn brass 

shell, porcelain liner and pull chain socket. The swivel joint 

on the shell and the flange on the upright make it adjustable 

to any desired position. Each fixture wired complete with 
9 feet of silk cord and plug. 





No. 505 
INOS 505 == ache ene ee ene S 110200 


Dimensions — Height, 1% inches; width 
opening, 21% inches; length, 9 inches. Arm, 
10 inches long. 


Standard Package, Six. 














Thi, : 
WA 
Fig. 3 Fig. 4 


Figures 3 and 4 show two additional styles of mounting that can be furnished on fixture 
No. 505. These two mountings can also be furnished on any of the 
‘brackets shown on Page 22. 


This Reflector is designed for Standard lamps up to 60 watts. Reflector is 
completely wired with pull chain socket ready for installation. 





Cross Section 14 actual size. 


No. 1365—Steel Reflector..............$ 9.50 Specifications’ Nos. 1365-1366 

ING. 21 5606—=b tags RelectOr.c i ac se @ 31. 13.00 Of e Shell cree or Brake: 
Dimensions—Height, 34% inches; width, reflec- Reflecting Surface—Steel, Porcelain Enameled. 
tor only, 414 inches; length, 9 inches. Sockets—Brass, Single Pull Chain. 


Finishes—Steel, any Standard Spray. 
Brass—Natural, Bank or Statuary Bronze or 
No. 1365, Twelve; No. 1366, Six. Brush Brass. 


Standard Package— 
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Lighting Equipment 
Made to Order 


The following portion of this catalog is devoted to items termed special equipment and 
upon which prices will be quoted on application. 


We are equipped to take care of any commercial lighting problem and our lighting 
engineers are at your service to select or design the most practical fixture 
for your requirements. 





Showing an outdoor 

cornice light for illum- 

ination of buildings. 

See fixtures No. 2000, 
Page 52. 
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The accompanying 
illustration shows a 
Bank Cage Reflector 
installation. 


See fixtureson Page 30. 
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Special Bank Cage Lighting 
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Showing an installation of combination reflector and sign. 


Cross section shows a combination bank cage reflector and sign. Reflector is 18 inches 
long with twin pull chain socket and has opening at back to illuminate glass sign which 
is installed in face of bank cornice. Glass sign can be furnished to specifications in any 
style lettering. Sign frame holding glass can be furnished by us if desired. This ar- 
rangement can be furnished with any of the 18-inch bank fixtures listed on Page 24. 
The same arrangement can also be incorporated in the continuous trough bank fixtures 
listed on Pages 30 and 31. Select style reflector desired on this combination and we will 
be pleased to submit detail drawing that will fit in with your requirements. 


Specifications 


Outer Shell—Bronze or steel according to style 
reflector selected. See Pages 24, 30 and 31. 


Reflecting Surface—Steel, Porcelain Enameled. 


Sockets—Brass pull chain in 18-inch units. Porcelain 
single or twin in continuous lengths. 























Finish—Steel, any Standard Spray. 
Bronze—Natural, Bank or Statuary Bronze. 








Signs—Glass with raised or recessed lettering. Back- 


Cross Section 4 actual size using 
ground color to match metal. No. 1026 reflector. 
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Deal Plate Reflectors 


For special cages where the construction does not permit use of the overhead reflector, 
this fixture has been designed. You will note from the accompanying drawings the 
position of fixture and how it is employed to illuminate the working space in back of 
bank rail. It can be made to the exact length to meet the specific condi- 
tions of each job, furnished wired ready for installation. 


Switches for control of lamps can be included. 


No. 1080— Designed for narrow work space. 


; No. 1081— Designed for wide space. 

: Either fixture will take the T-10, 6-inch 
+ tubular or standard A19—25 watt lamp. 
Specifications 

Outer Shell—Steel. 

Reflecting Surface—Steel, Porcelain 
Enameled. 

Sockets—Porcelain, single or twin (Spaced 
to give efficient light.) 

Finish—Any Standard Spray. 
Dimensions—No. 1080. Height, 21% inches, 
width, 334 inches; length, continuous. 
Dimensions—No. 1081. Height, 31% inches; 


Showing an application of width, 334 inches; length, continuous. 
No. 1081 Reflectors. 

















Cross Sections of Fixtures, 4 actual size. 


Combination Counter and Indirect Lighting 


No. 1250-1260 Up and Down Reflector is designed to fit front bank cage moulding. 

This cornice is part of the bank partition furnished by others. Hinged door frames for 

diffusing glass for lower light and clear glass for upper light. Fixture is wired complete 

ready for installation and can be equipped with switch for control of lamps as desired. 
For lamps up to 60 watts. 














Specifications 


Moulding of Cage Light—No. 1250—Steel. 
No. 1260—Bronze. 


Reflecting Surface—Steel, Porcelain Enameled. 

Sockets—Porcelain, Single sockets on approximate 
12-inch centers. Twin sockets on approximate 
24-inch centers. 

Finish—Steel, any Standard Spray. 
Bronze—Natural, Bank or Statuary Bronze. 














Dimensions—Height, 6 inches; width, 8144 inches. 


Cross Sections Nos. 1250-1260, 4 actual size. 


Prices on Application 
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Wall Check Desk Fixtures 





No. 1051 


Banks having wall check desks will find these fixtures both ornamental and effective 
lighting units. They were especially designed to harmonize with modern bank construc- 
tion, and three different sizes are listed to meet various tastes and conditions: 


Specifications 
No. 1051—20 inches long 


Outer Shell—Drawn Bronze Moulding. at bottom for 2 lamps up 
to 25 watt. 
Reflecting Surface—Steel, Porcelain 
Enameled. 








Sockets—Porcelain Twin. 


Finish— Natural, Bank or Statuary 
Bronze. 


Dimensions— No. 1051. Height, 334 
inches; width, 4% inches; length, 20 


; No. 1052—20 inches at 
inches at bottom. 


bottom for 2 lamps up to 
60 watt. 





Dimensions—No. 1052. Height, 4 : 
inches; width, 534 inches; length, 20 No. 1052 
inches at bottom. Cross Sections Nos. 1051-1052, 

4 actual size. 





Dimensions—No. 1053. Height, 55% 
inches; width, 61% inches; length, 24 


inches at bottom. No. 1053— 24 inches long 
at bottom for 2 lamps up 
Hinged door frames with diffusing to 100 watt. 


glass, and control switch furnished on 
above unit; wired ready for installation. 





Cross Section No. 1053, 
YY actual size. 


Any of the above fixtures can be furnished in different lengths if desired. These lengths 
should be approximately two feet less than the space to be illuminated. 


No. 1064 is a special wall bracket with two arms for wall mounting. It is made of bronze and can be 
furnished plain or with moulding trim of either design, as shown on Page 33. 


No. 1064—For 2 Lights, 15-60 watt, 20 in. long. 
No. 1065—For 4 Lights, 15-60 watt, 30 in. long. 


This fixture is complete with hinged door 
frame, for diffusing glass, porcelain twin 
sockets, porcelain liner, control switch and 
No. 1064 wired. Finish, as above. 





Prices on Application 





No. 1016C 
All fixtures listed on this page are made of heavy drawn bronze 
moulding with the exception of No. 1016C, which is drawn steel. The 
various sizes and designs are shown to cover the many conditions of bank cage lighting 
and to give proper and efficient illumination. Continuous bank lighting can be furnished 
in eight styles as shown on these two pages. Switch not included in standard equipment, 
specify if switch is to be furnished and location. 








No. 1027C No. 1028C 


No. 1027C—Bronze for 25 watt T-10 Tubular No. 1028C—Bronze for 25 watt Type A Lamps. 
ltZ ly. : : , : ; : 
pe kt aoe Dimensions—Height, 3 14 inches; width, 4 inches; 


Dimensions—Height, 234 inches; width, 3% length, continuous. 


inches; length, continuous. 





No. 1026C No. 1029C 
No. 1016C—Steel for 15-60 watt Type A Lamps. No. 1029C— Bronze for 15-60 watt Type A Lamps. 
No. 1026C— Bronze for 15-60 watt Type A Lamps. Dimensions—Height, 4 inches; width, 5 inches; 
Dimensions—Height, 4 inches; width, 5 inches; length, continuous. 


length, continuous. 





Specifications 
Outer Shell—No. 1016C—Steel, all others Bronze. Finish—Steel, No. 1016C only, any Standard 
Reflecting Surface—Steel, Porcelain Enameled. Spray. : S ie 
Sockets—Porcelain, single sockets on approxi- Bronze—-Natural, Bank. or, -atpany Drone) 
mate 12-inch centers. Twin on approximate All fixtures shown above have hinged frame for 


24-inch centers. diffusing glass. 


In cages where miters are necessary, exact inside clearance where 
fixtures are to be mounted must be given to insure perfect fit. 


Prices on Application 
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Cross Sections % actual size 
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No. 1010C H 
j 


Single sections can be made in lengths up to 10 feet with provisions 

for attaching additional units. When ordering specify exact overall length and which 

end is to have electrical connection. Switch not included in Standard equipment, 
specify if switch is to be furnished and location. 


























No. 1014C No. 1012C 
No. 1014C—For 25 watt, T-10, Tubular Lamps. No. 1012C—For Lamps 15-25 watt, Type A. 
Dimensions—Height, 214 inches; width, 3% Dimensions—Height, 314 inches; width, 414 
inches; length, continuous. inches; length, continuous. 


























No. 1010C No. 1011C 
No. 1010C—For Lamps 15-60 watt, Type A. No. 1011C—For Lamps 15-60 watt, Type A. 
Dimensions—Height, 4 inches; width, 5 inches; Dimensions—Height, 4 inches; width, 5 inches; 
length, continuous. length, continuous. 
Specifications 

Outer Shell—Steel. Reflecting Surface—Steel, Porcelain Enameled. 
Sockets—Porcelain, single sockets on approxi- Finish—Any Standard Spray. 

mate 12-inch centers. Twin on approximate All fixtures equipped with removable frames for 

24-inch centers. diffusing glass, not hinged. 


Cross Sections % actual size Prices on Application 
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Coupon Booth Bracket Reflectors 


In order to furnish the demand for modern bank lighting we have designed 
the following different styles of coupon booth reflectors. 


No. 1371—Length 10 inches, for one 
T-10 tubular lamp. 


No. 1372—Length 16 inches, for two 
T-10 tubular lamps. 


Dimensions— Height without fittings, 
31% inches; width, 3 inches. No. 1371 


No. 1373—Length 10 inches, for one 
standard 25 watt Type A lamp. 


No. 1374—Length 15 inches, for two 
standard 25 watt Type A lamps. 


Dimensions— Height without fittings, 
33% inches; width, 4 inches. 


No. 1375—Length 10 inches, for one 
standard 25 watt Type A lamp. 


No. 1376—Length 15 inches, for two 
standard 25 watt Type A lamps. 





Dimensions—Height without fittings, 
31% inches; width, 5 inches. 





No. 1375 


Specifications 
Outer Shell—Bronze. Sockets—Porcelain, single and twin. 
Reflecting Surface—Steel, Porcelain Finishes—Natural, Bankor Statuary 
Enameled. Bronze, or Brush Nickel. 


All of the above fixtures are wired complete 
and equipped with Toggle switch in canopy. 


Prices on A pplication Cross Sections % actual size 


No. 1377—Length 10 inches, for one 
standard 25 watt Type A lamp. 


No. 1378—Length 15 inches, for two 
standard 25 watt Type A lamps. 


Dimensions— Height without fittings, 
31% inches; width, 4 inches. 





No. 1377 No. 1377 
Specifications 
Outer Shell—Bronze. Sockets—Porcelain, single and twin. 
Reflecting Surface—Steel, Porcelain Finishes—Natural, Bankor Statuary 


Enameled. Bronze, or Brush Nickel. 


Below are listed two styles of desk brackets that are available, using any of the bracket 
reflectors shown on these two pages. When ordering specify style, M or N, and catalog 
number of reflector, also length of horizontal and vertical arms. 








Style M Style N 


All of the above fixtures are wired complete 
and equipped with Toggle switch in canopy. 





The bracket lights listed on these pages can be made more ornamental by the addition of 
the mouldingsshown below. When ordering these mouldings specify style by letter (Aor B). 





Showing a fixture with 
Style “B” moulding. 


Moulding B 


- 


Cross Sections 1% actual size Prices on Application 
~2] 33 Je 
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Check Desk Lighting 


The Desk Reflectors shown below are especially designed for banking room work desks, 
check desks and library reading tables. They are furnished in steel or bronze in any 
length from 36 to 96 inches. A choice of bases and standards can be furnished as shown 
on Page 35. They are made with or without frames for diffusing glass— 
specify when ordering. 







No. 1401 





No. 1401—Steel, 36 inches long, four lamps. 
No. 1402—Steel, 48 inches long, six lamps. 
No. 1403—Steel, 60 inches long, six lamps. 
No. 1404—Steel, 72 inches long, eight lamps. 
No. 1405—Steel, 84 inches long, eight lamps. 
No. 1406—Steel, 96 inches long, ten lamps. 
No. 1411—Bronze, 36 inches long, four lamps. 
No. 1412—Bronze, 48 inches long, six lamps. 
No. 1413—Bronze, 60 inches long, six lamps. 
No. 1414—Bronze, 72 inches long, eightlamps. 
No. 1415—Bronze, 84 inches long, eightlamps. 
. 1416—Bronze, 96 inches long, ten lamps. 















Will take Standard lamp 
up to 60 watts. 






If ornamental moulding, as shown on Page 33, is desired on above fixtures, specify style 
when ordering (A or B). Also specify size and style base, (round or square). 


No. 1430—Steel. 

No. 1440—Bronze. 
This fixture exactly the same as 
above, except made inthe Standard 


This 18-inch unit can also be 
furnished with any style base or 
standard. When ordering specify 
whether glass or open bottom is 





desired. 18-inch length for two lamps. 
No. 1430 
Specifications 

Outer Shell—Steel or Bronze. Reflecting Surface—Steel, Porcelain Enameled. 
Dimensions—Height, 4% inches; width, 7 inches. Sockets—Porcelain Twin. 

(Base and Standard, square or round, specify.) Finish—Steel, any Standard Spray. 

(Overall height of fixture, 19 inches.) Bronze—Natural, Bank or Statuary Bronze. 

Special heights can be furnished to meet re- Furnished wired complete—canopy switch with 

quirement of job. each unit. 


Prices on Application 
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Bases and Standards for Bank Fixtures 


~~ 


Cross Section No. 1401 
Bank Fixture. 
Vy actual size. 
Illustration square base Illustration round base 
and standard. and standard, 





Cast Bronze Bases 
1%, Actual Size 


4-inch Square 4-inch Round 


5-inch Square 5-inch Round 
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6-inch Square 6-inch Round 
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Interior Electric Signs 


Day-BriTE signs are divided into two standard styles—thin model, Nos. 2600 and 2650 
—wide model, Nos. 2700 and 2750. Thin model sign is designed to take clear plate glass 
only in which the letters are sand blasted on the reverse side and the light is diffused 
through the top edge of glass to give a green-lettered effect. 


The wide model sign is made for white opal glass with the letters raised and background 
finished to match color of frame, and when lighted the letters are illuminated. It is 
possible with this sign to use various color combinations of glass and letters. 





No. 2600—Thin model, size 5 x 16 inches, No. 2700—Wide model, size 5 x 16 inches, 
exclusive of top moulding. exclusive of top moulding. 
No. 2650—Thin model, size 7 x 28 inches, No. 2750—Wide model, size 7 x 28 inches, 
exclusive of top moulding. exclusive of top moulding. 


© 


Aa 
ieee eee 
ae oe Specifications 
eae Outer Frame—Drawn Bronze Moulding. 
Reflecting Surface—Steel, Porcelain pe 
Sue Enameled. Eee 
ae] Sockets—Porcelain. 
Finish—Natural, Bank or Statuary Bronze. 


All signs are furnished with hanging loops 
and wired complete. 


Signs listed on this pageare furnished 
with hanging loops only as standard 
equipment. 


For special hanging arrangement, 
see Page 37. 


Thin Model Wide Model 
No. 2600 No. 2700 
No. 2650 No. 2750 
Prices on A pplication Cross Sections % actual size 
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Interior Electric Signs 


On this page is illustrated different types of signs and mountings that can be used on 
either style or size sign, shown on Page 36. When ordering specify size and style of 
sign by number and hanging arrangement by letter as indicated below. 






— Flush Mounting — 





—End Mounting — 








Type ‘F”’ 
Pedest At Mounting 


| DUPLICATE BILLS | 


ass 





Type “E”’ Type Gy 4 
Bracket Hanger Desk or Counter Mounting 
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Interior Electric Signs 


SAF i No. 2720—Surface type sign for wall mounting 


which can be furnished for clear plate or white 


Bpawe S FA BE opal glass. Sizes, 16 or 28 inches long; any 
~ VAU LT height from 10 to 15 inches, exclusive of mould- 
ings. This model sign is equipped with sockets 

at both top and bottom to insure even illumi- 


DOWNS STAI RS | nation of letters. 














No. 2720 


No. 2710—Deep style sign with lights at top 


and bottom can be made in either single or G M. NICHOLS CO. 
double face. Sizes 16 or 28 inches long, any 
ine from 10 to 15 inches, exclusive of top INVESTMENT 
and bottom moulding. Either clear plate or 
white opal glass can be used (see Page 36). BON DS 
YA Aa wh DOL @) > 





No. 2710 





No. 2715—Sign is primarily 
designed to place in show win- 
dows where firm name or type 
of business can be attractively 
displayed. The contrast of the 
white opal letters against the 
dark background makes this ee 
sign effective during the day 
when unlighted as well as at No. 
night when illuminated. 


No. 2703—Sign with diffused glass 
bottom which can be used in build- 
ing entrances. Professional people 
such as Doctors and Dentists will 
find this sign very attractive and 


| CHAS.M.DANKS | 
ai CO. / entrance of residences to illumi- 


efficient. It canalso be used at the 


nate street address and name. For 





opal glass. No. 2703 
No. 27 


No. 2703—Size 16 x 5 inches, No. 2704—Size 28 x 7 inches, 
exclusive of moulding. exclusive of moulding. 


All of the above signs made of heavy drawn Bronze mouldings and can be furnished 
in any Standard Plated finish. Wired ready for installation. 


Prices on Application 
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Exit Signs 


Below are listed two styles of Exit Signs 
which will be found both practical and 
ornamental. Each style is listed in four 
sizes to meet local underwriters’ specifica- 
tions. Both types are equipped with hinged 
door frames for easy access to lamps, and 
two porcelain sockets. A variety of glass 
combinations can be furnished. Specify 
style when ordering. 






































No. 2730 
Flush Type 
OVERALL TRIM Box SIzE 
CATALOG SIZE 
No. LETTER Height Width Height Width Depth 
2730 5 834" 12 734" ieee! 31%" 
Diol 6 934" 14” 834" ig 3144" 
2732 “if 1034” 15” 934" 14” 314" 
2733 bed 1134” 6 1034” age’ 31%" 
Flush Type 
Specifications 


Exposed Mouldings and Parts—Bronze. 
Box Proper—Steel. 

Glass—Any combination. 
Sockets—Two single Porcelain. 


Finish—Natural, Bank or Statuary Bronze. 





Wired complete ready for installation. 











No. 2740 
Surface Type 
OVERALL SIZE DEPTH DEPTH 
CATALOG une i a3 Standard Tubular 
No. ELLER Height | Width Lamp Size Lamp Size 
| 
2740 5 Rie at 2 ue 314" 234" 
2741 6 91%" 131%” 37%" Die 
2742 7 1014" 1414” 31%" 234” 
2743 8 1144” 151%” 314" 234" 























Surface Type 


When ordering specify color combination of glass and size letters desired. 
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Showing an installation of No. 906 Reflector in Shoe Department of a large department store. 


For large center display cases where it is not practical to use inside reflectors, the fol- 
lowing over showcase fixtures have been designed. These fixtures set on top of case 
and are provided with silk cord and plug for electrical connection. The length of these 
reflectors should be approximately two feet less than the overall length of the case. 

















Cross section and end view Nos. 905-906 Cross section and end view Nos. 910-911 


No. 905—Steel for Type A lamp 15 to 60 watt. 


No. 910—Steel for Type A lamp 15 to 60 watt. 
No. 906—Bronze for Type A lamp 15 to 60 watt. 


No. 911—Bronze for Type A lamp 15 to 60 watt. 


Dimensions—Height, 44 inches; width, 5 inches. Dimensions— Height, 434 inches; width, 7 inches. 


Specifications 

Outer Shell—Bronze or Steel. Reflecting Surface—Steel, Porcelain Enameled. 
Sockets—Porcelain, Twin on 15 to 24-inch The above fixtures can be furnished with open 
centers. bottom:—hinged frame for diffusing glass; or 
Finish—Steel, any Standard Spray. hinged frame with louvers. Specify which type 


Bronze—Natural, Bank or Statuary Bronze, when ordering. 
or Brush Nickel. 





Can be furnished any length up to 96 inches. 


Prices on Application Cross Sections 1 ; actual size 
8 
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Illustration, No. 920 in use. 





Cross section and end view of No. 915 


No. 915—Steel for Type A lamp, 15 to 60 watt. 
No.916—Bronze for Type A lamp, 15 to 60 watt. 


Lengths up to 92 inches. 


Dimensions—Height, 5 inches; width, 5 inches. 





Cross section and end view of No. 920 
No. 920—Bronze only, for 6-inch T-10 Tubular 
lamp. 

Lengths up to 36 inches. 


Dimensions— Height, 2 % inches; width, 4 inches. 


Specifications 


Outer Shell—Bronze or Steel. 
Sockets—Porcelain, Twinon 15 to 24-inchcenters. 


Finish—Steel, any Standard Spray. 
Bronze—Natural, Bank or Statuary Bronze, 
or Brush Nickel. 


Cross Sections VY actual size 
g 








Reflecting Surface—Steel, Porcelain Enameled. 


The above fixtures can be furnished with open 
bottom:—hinged frame for diffusing glass; or 
hinged frame with louvers. Specify which type 
when ordering. 


Prices on Application 
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Wall Case Lighting Troughs 


On this and the following page are listed various styles of continuous trough reflectors 
for large display case lighting. A variety of styles and designs are shown to meet 
different lighting problems and various case constructions. 


These fixtures are made of steel, equipped with steel porcelain enamel reflecting surface, single porce- 
lain sockets on approximate 15-inch centers or twin porcelain sockets on approximate 24-inch centers. 


Unless specified to the contrary, each unit will be constructed with a junction box at each end. They 
can also be furnished with a Toggle switch as shown. See Figure 8. 


Fixtures are furnished wired with a lead at each end for electrical connection—this provides easy connection 
between units. 


Standard finish on outer shell aluminum spray, but other spray finishes can be had if desired. 


Figures 6 and 7 show two 
methods of installing fixtures 
Nos. 291, 292 and 293. 








To install fixtures as shown in 
Figure 7, it will be necessary to 
construct case as indicated. 











No. 291—3-inch face T-10 Lamp; height, 214 inches. 
No. 292—3 14-inch face 25-watt Type A Lamp; height, 234 inches. 
No. 293—4 14-inch face 40-watt Type A Lamp; height, 31% inches. 





Fig. 8 


Showing a section of continuous wall case fixtures. Nos. 291-292-293. 








No. 298—Wall Case Reflector designed for island display 
cases and cases having mirrored backs. It is complete with 
hinged door frames for diffusing glass and will take lamps 
up to 50 watts. 


Dimensions—Height, 4 inches; width, 51% inches; length, 
continuous. 








Note:—Where smaller fixtures than listed above are desired, 
see Pages 8, 9 and 10. 





Cross Section of 
No. 298, 
VY actual size. 


Prices on Application 








Wall Case Reflectors 


Fixtures Nos. 280 and 282 are designed to be built in 
the finish ceiling of large display cabinets. 


No. 280 is usually installed near 
the front of the case and is de- 
signed to throw the light straight 
downandtowardthe display. Will 
take lamps to 50 watts. 


Height, 4 inches; width opening, 
5 inches; length, continuous. 





No. 282 can be set back 
as far as the center of the 
case,as the reflected light 
is equally distributed. 
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For lamps to 50 watts. 


Height, 4 inches; width 
opening, 6 inches; length, 
continuous. 








Both of these fixtures can also be furnished 


with hinged door frames for diffusing glass. 


No. 284—In many instances it is desirable to illuminate large display cases from the 
bottom. Fixture No. 284 is designed for this purpose and can be used alone 
or in addition to the overhead lighting. For lamps to 50 watts. 


Height, 4 inches; width, 43 inches; length, continuous. 


Specifications 


Outer Shell—Steel. 
Reflecting Surface—Steel, Porcelain Enameled. 


Sockets—Porcelain, Single on approximate 
15-inch centers. Twin on approximate 
24-inch centers. Wired ready for installation. 


Finish—Any Standard Spray. 











Pull or Toggle Switches can be furnished on "3 
fixtures Nos. 280 and 282. Specify when ordering. 
No. 284 bd 
Cross Sections 1% actual size Prices on A pplication 
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Window Foot Lighting 


To build up the lighting intensity in lower portion of window and to eliminate shadows, 
window foot light reflectors have proven to be very efficient. The following pages show 
different designs to meet various tastes and conditions. 






Showing window foot light equipped with Holophane Lens. 


No. 1040 can be furnished with open face, 
Standard type diffusing glass or with Holophane 
controlling lens. It is designed to set on the sur- 
face of a window floor where the entire fixture 
would be visible. The entire exposed face is of 
—— : heavy gauge drawn moulding and can be fur- 
nished in steel or bronze. When made for Holo- 
phane lens, lamps are on approximate 7-inch 
centers; in the open back and standard diffused 
glass fixture, lamps are on approximate 12-inch 
centers. For Standard lamps up to 100 watt. 
When ordering fixtures with Holophane lens, the 






































sy 4 exact size of lamp to be used must be specified. 
No. 1040 
Steel Bronze 
No. 1030 —Open Back No. 1040 —Open Back 
No. 1030D— Diffusing Glass No. 1040D— Diffusing Glass 
No. 1030H—Holophane Lens No. 1040H—Holophane Lens 


Dimensions—Height, 6 inches; width, 6 inches. 
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Showing No. 1040 fixture 


No. 1039 as shown in cross section is another style of foot 
light and illustrates another method of installation. This 
fixture is made of Bronze only. 


No. 1039 —Open Back 
No. 1039D— Diffusing Glass 
No. 1039H—Holophane Lens 


Dimensions—Height, 61% inches; width, 6 inches. 











Finishes—Bronze—Natural, 
Bank or Statuary Bronze. 
Steel— No. 1030 only— 
any Standard Spray. 











No. 1039 


Prices on A pplication Cross Sections 1% actual size 
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Window Foot Lighting 


All fixtures listed on this page are constructed of bronze moulding only and can be 
furnished with or without diffusing glass. Several sizes and designs are shown to meet 
the requirements of different size windows. They are equipped with steel porcelain 
reflectors, porcelain sockets on approximate 12-inch centers and wired complete ready 
for installation. Attachment cord and plug are furnished on each 
complete unit for electrical connection. 






























































No. 1032 
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No. 1031 
No. 1032 —Open Back. 
No. 1032D—With Diffusing Glass. 





hh 


No. 1031 —Open Back. 
No. 1031D—With Diffusing Glass. 
5 Dimensions—Height, 41% inches; width, 5 
inches. For 25 watt lamps. 


Dimensions—Height, 4144 inches; width, 


inches. For lamps up to 60 watts. 
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No. 1033 No. 1034 
No. 1033 —-Open Back. No. 1034 —Open Back. 
No. 1033D—With Diffusing Glass. No. 1034D— With Diffusing Glass. 
Dimensions—Height, 41% inches; width, 5 


Dimensions—Height, 5 inches; width, 544 
inches. For lamps up to 50 watts. 


inches. For lamps up to 100 watts. 
Finish—Natural, Bank or Statuary Bronze. 
Prices on Application 
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Cross Sections % actual size 
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Overhead Window Lighting 


Continuous show window troughs for vertical lamp mounting. Even distribution 
of light of high intensity can be had with these units. Outer shell is made of steel and 
inside reflectors are steel, porcelain enameled. Porcelain enamel is easy to clean and 
will not discolor from age, heat or atmospheric conditions. 


Heavy straps are securely fastened to top plate for easy and substantial installation. 
All fixtures listed on this page are designed for 100 watt lamps. 


No. 306—Shallow-window type, wired com- 
plete—sockets 12-inch centers; height, 10 
inches overall; width, 734 inches. 





No. 306 





No. 305—Deep-window type, wired complete 
ready to install—sockets 12-inch centers; 
height, 91% inches overall; width, 614 inches. 





No. 320—Special reflector that can be fastened 
to transom bar, designed with cutoff at back 
for concentrating light in shallow show win- 
dows. For lamps up to 100 watts in hori- 
zontal position. Outer shell steel. Sockets, 
twin porcelain on 24-inch centers. Height, 
47% inches; width, 534 inches. 





A three-foot flexible conduit lead is furnished with each of the 
above fixtures for electrical connection. 


Finishes—Any Standard Spray. 


Prices on Application Cross Sections Y actual size 
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Overhead Window Lighting 


Fixture Nos. 310-311-312, listed on this page are especially designed for Holophane 
controlling lens and show three different styles of construction. Illustrations listed are 
suggestive designs only, fixture should be constructed to fit each individual installation. 


No. 310—As shown in cross section is designed 
for a shallow type show-window equipped with 
Holophane lens 81% inches square on approxi- 
mately 9-inch centers. This fixture can be used 
with lamps up to 200 watts. Same design can 
be made in smaller size to take 6 %-inch lens for 


lamps to 100 watts. 





No. 311—Made for large size lamps using 12-inch Holophane 
lens, with interior reflector for controlling and properly re- 
directing light. Illustration shows the fixture designed for deep 
window. This size fixture can also be designed for shallow 
windows. For lamps up to 500 watts. 


Fixtures Nos. 310 and 311 are constructed of heavy gauge 
steel, all joints and parts riveted or spotwelded together. 
They are equipped with hinged door frames for easy access 
to lamps. Either of these fixtures can be varied in design to 
meet architectural conditions of each installation. 





No. 312—Ornamental window reflector constructed of heavy 
gauge drawn steel moulding on front exposed portion, top and 
back being made of heavy sheet metal. Cross section shows 
fixture designed for very shallow window using 64-inch lens 
for 100 watt lamps. Lens are approximate 7 inches on centers. 
Can also be designed for deeper windows. 


No. 313—Similar to the above except made with front mould- 
ing of drawn bronze. 





Note:—The 81-inch Holophane lens throws a narrow concentrated beam of light and is 
adaptable to very shallow windows only, for deep windows the 6}4-inch or 12-inch lens 
should be used, depending upon the construction and size of window to be illuminated. 


64-inch lens for lamps to 100 watt. 8 14-inch lens for lamps to 200 watt. 
12-inch lens for lamps to 500 watt. 


Finishes—Steel Fixtures—Any Standard Spray. The above fixtures furnished with a three-foot 
Bronze Fixtures—Natural or Statuary lead at one end for electrical connection. In 
Bronze. ordering, specify on which end. 
Cross Sections Y actual size Prices on Application 
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Overhead Window Reflectors 


Continuous trough window reflectors are very efficient when an evenly distributed 
light is desired. On account of the shallow construction, due to the horizontal 
lamps arrangement, this fixture can be mounted ina very small space. Al! window 
reflectors are equipped with a steel, porcelain enameled reflector which will not 
chip, crack or tarnish, regardless of the size lamp used or length 
of service. All fixtures shown on this page are furnished 
wired and assembled ready for installation. 


— Cross section shows two 
methods of hanging fixtures 
Nos. 299, 300 and 301— 
when ordering, specify hang- 
i ing arrangements. 





Flush Type 





No. 300 


No. 299— 60 watt size—Height, 31% inches; width, 414 inches. 
No. 300—100 watt size—Height, 414 inches; width, 51% inches. 
No. 301—200 watt size—Height, 6 inches; width, 7 inches. 


These fixtures are made of steel and are furnished with the necessary number of hangers for sub- 
stantial support. These hangers are made of heavy strap iron and 
riveted to the outer shell of reflector. 





No. 315 


No. 315—This reflector is especially designed 
for island show windows or windows with open 
back. It is made of steel and equipped with 
removable diffusing glass frames and will take 
lamps up to 100 watts. Provisions are made 
for installing this fixture as indicated in cross 
section drawing. 





No. 316—Same as above—made of bronze. 


No. 315 
Specifications 
Outer Shell—Steel or Bronze. Sockets—Porcelain, Single on approx- 
Reflecting Surface—Steel, Porcelain imate 12-inch centers, Twin on 
Enameled. approximate 24-inch centers. 
Finish—Steel, any Standard Spray. 
Bronze—Natural or Statuary Bronze. 
Prices on A pplication Cross Sections Y% actual size 
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Continuous Bracket Reflectors 


Used for illuminating all types of wall displays, also—Bulletin 


Boards—Black Boards—Filing Cabinets, etc. 


Bracket lighting can be furnished in any length by coupling units together 


Units not longer than 10 feet. 




















STEEL |BRONZE|  _ | DIMENSIONS 
Catalog! Catalog SOCKETS ARMS SIzE LAMP | 
No. No. Porcelain | | ‘Height| Width 
eel a all 
TiAl 777 Twin AsSpecified| T-10 Tubular 2% | 3 
Ep ll See: “ ee PH S60 Wi dypeA 4g | 544 
hie 779 fia ss “ 15-100W.,.TypeA! 5 
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| DIMENSIONS 
Catalog|Catalog] SOCKETS ARMS SizE LAMP Tea? 4 
No. No. Porcelain Height) Width 
752 753 Twin AsSpecified| 15 to 60 Watt | 4. 5% 





This fixture has a diffusing glass bottom with hinge door frames. 



































STEEL | BRONZE 2 | | DIMENSIONS 
Catalog|Catalog) SOCKETS ARMS SIZE AM Er Ole 
No. No. Porcelain ea Width 
740 742 Twin AsSpecified 15-60 W. W.Type a) 44%] 5% 
id tera “ “ “]15-100W.,Typea] 534 | 6 
Finishes 


Steel—Any Standard_Spray. 


Bronze—Natural, Bank or Statuary Bronze, 
Brush Brass. 


Reflecting Surface—Steel 





Porcelain Enameled. 


Switches not included in Standard equipment. 
Specify if desired. 


Cross Sections \% actual size Prices on Application 
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Cove Lighting 


For Churches, Theatres, Auditoriums, etc. 





WVYY In listing cove reflectors below we have attempted to show only 
NS two styles for construction. 
NX X&s . : 7 d ; 
Xs No. 1230 is for vertical lamp” mounting and No. 1240 for horizontal 


lamp mounting. Either of these two styles can be varied in con- 
struction to meet the specific requirements of each job—this will 
depend on the conture of the ceiling and size 
of room to be illuminated. The vertical type 
fixture is preferable for colored lighting 
because it allows closer spacing of lamps. 
Both styles can be made in two sizes. 





No. 1230—For lamps to 25 watt. Height, 614 inches; 
width, 434 inches. 


No. 1231—For lamps to 60 watt. Height, 7% inches; 
width, 534 inches. 


No. 1240—For lamps to 60 watt. Height, 41% inches; 
width, 4% inches. 


No. 1241—For lamps to 100 watt. Height, 5 inches; 
width, 6 inches. 


Wired with single, porcelain, angle sockets on 12-inch 
centers. 


No. 1245—Indirect lighting fixture designed for 
lamps up to 100 watt. Single, porcelain sockets can 
be furnished on approximate 12-inch centers—twin, 
porcelain sockets on approximate 24-inch centers. 
The outer shell of this fixture is made of steel— 
reflecting surface, steel porcelain enameled. This 
fixture has provisions for clear glass covering to keep 
out dust. Specify if glass is desired. 


Height, 5 inches; width, 7 inches for lamps to 100 
watt. 





Cove reflectors furnished in lengths up to 10 feet with 
provisions for coupling two or more lengths together. 

















No. 1240 Style usually furnished wired. 

No. 1230 vertical lamp type uses standard 

Sign Receptacle and wiring is optional. 

Unwired No. 1230 fixtures, no sockets 
or wires furnished. 


Specifications 





Outer Shell—Steel. 





Reflecting Surface—Steel, Porcelain Enameled. 


Sockets—Porcelain; Style specified. 


An 





aaa Finish—Aluminum Spray. 
No. 1245 
I 4 


Cross Sections %4 actual size Prices on Application 
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Stage Lighting 


Stage lighting reflectors as listed below have been designed only for small auditor- 
iums, schools, churches, etc. These fixtures are very efficient and substantially con- 
structed to give good service. Where an economical and efficient installation is desired, 
we recommend their use. Sockets can be spaced 4-inch centers and upward. Can be 
furnished with or without wiring, as desired. No sockets furnished on unwired fixtures. 
Can be made into any desired length by coupling sections together. 
Single sections not over 10 feet. 





Foot Lights 


No. 2250—This fixture is made of steel and has 
a porcelain enameled reflector. 


Height, 814 inches; width, 4 inches for lamps 
to 100 watt. 





No. 2255—Showing another style of foot light 
reflector. It is made of heavy gauge steel with 
white spray reflecting surface—metal parts fac- 
ing audience can be sprayed in color desired. 


Height, 814 inches; width as desired for lamps 
to 100 watt. 





UNS: 2055. 


Procenium Strips 


—S No. 2260—Made of steel with white spray reflecting 
ve surface. These strips can be furnished in any length up 
to 16 feet with swivel arms at top and bottom for easy 
adjustment to any desired angle. 


Height, 814 inches; width, 4 inches for lamps to 
100 watt. 


Overhead Border 


No. 2270—Steel fixture with white spray reflecting 
surface. Hooks only are furnished. Fixture does not 
include other hanging equipment. 


Height, 9 inches; width, 71% inches for lamps to 100 
watt. 


In ordering, specify length of fixture, socket spacing, 
and whether wired or unwired and which end is to have 
No. 2270 electrical connection. 





Cross Sections Vg actual size Prices on Application 
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Outdoor Trough Lighting 





No. 1227 reflector is designed for outdoor lighting. This fix- | 1 
ture is concealed from view and designed to illuminate entire aos 


front of building. It makes a very neat and efficient installation. 












Specifications 
Outer Shell—Steel. 
Reflecting Surface—Steel, Porcelain Enameled. 
Sockets—Porcelain Twin (spaced as desired). 
Finish—Any Standard Spray. 
Dimensions—Height, 41% inches; width, 5 % inches. 


Lamps up to 100 watts. 
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Cross Section The accompanying cross 
V4 actual size section shows atypical in- 
No. 1227 stallation in a_ gasoline 


filling station. 





No. 2000 is designed for use on building cornices 








/ 
= to illuminate the face of structure. Illustration of 
this fixture in use is on Page 26. 
| 
ae No. 2000 
/ Cross Section 
YY actual size 
ig 
Specifications 
Outer Shell—Bronze or Aluminum. Finish—Bronze, Brush Bronze. 


Reflecting Surface—Steel, Porcelain Enameled. Aluminum, Brush Aluminum. 


Dimensions—Height, 7 inches; width, 10%4 


Sockets—Porcelain Twin (spaced as desired). A f: 
inches. Lamps to 150 watt. 


Two Standard designs only are listed. Other size and style fixtures can be furnished. 


Prices on Application 
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Principles of Light Control 


The light from a bare incandescent lamp is 
distributed in a manner such that under most 
conditions it cannot be employed effectively 
without the use of reflectors or enclosing glass- 
ware. Such accessories should not only redirect 
light which would otherwise be ineffective into 
useful angles, but should serve to modify the 
brilliancy of the light source, diffusing the light 
to produce a soft and pleasing illumination. For 
commercial purposes soft diffused light efficient 
illumination can best be obtained by the use of 
steel porcelain enameled reflecting surface. See 
Table. 

In screening and redirecting light, three classes 
of substances are used: transparent, translucent, 
and opaque. Transparent substances transmit a 
large fraction of the light striking them without 
scattering it. Translucent substances transmit 
light, but scatter it so that the outlines of objects 
cannot be clearly seen through them. Opaque 
substances transmit none of the light, but it is 
either reflected or absorbed. 

Opaque bodies depend entirely upon reflection 
for their control of light. Reflected light is that 
thrown back or redirected by a surface, much as 
a tennis ball is stopped and redirected when it 
comes in contact with a racket. 

A ray of light will travel along a straight line 
indefinitely until it is modified or redirected by 


some agency. Such modification may be in the 
nature of absorption by the medium through 
which it passes or by the object upon which it 
impinges. This is noticed when a beam of light 
passes through a smoky atmosphere, through a 
piece of smoked glass, or meets a black opaque 
body. In these cases, a part or practically all of 
the light loses its identity as such and is converted 
into heat. A second form of modification is 
termed refraction. Refraction is a bending of the 
ray of light due to its passing from one trans- 
parent medium to another of greater or less 
density, as, for example, from air to water or 
from air to glass. A very common instance of 
refraction is the apparent bending of a fish line at 
the point where it enters the water; as a matter 
of fact, the line is straight but the light rays 
coming from that part of the line which is under 
the water are refracted when they pass from 
water into air. A third form of modification of 
a ray of light is reflection which is the throwing 
back or redirection of the ray by a surface. A 
fourth form is diffusion, which is the breaking up 
of the beam and spreading of its rays in all direc- 
tions by the medium through which it passes or by 
the surface upon which it falls. By controlling 
these four methods—absorption, refraction, re- 
flection, and diffusion, it is possible to make the 
light from any source perform practically as 
desired. 


Polished Metal and Mirrored Reflecting Surfaces 





Fig. 18—Reflections from polished metal. 


The simplest form of reflection is that which 
takes place when a ray of light strikes a polished- 
metal surface. As indicated in Fig. 18, a ray of 
light having a direction sa on striking a polished- 
metal surface is reflected off in the direction ab, 
so that the angle Y (called the angle of reflection) 
is equal to the angle X (called the angle of inci- 
dence) and practically no light is reflected in other 
directions. This is called regular reflection. It 
will be seen, therefore, that it is possible to re- 
direct light traveling in a given direction into any 
other desired direction by means of such a surface 
properly placed. When we consider that the 
schoolboy by means of a pocket mirror or piece of 
polished metal can take the beam of sunlight that 
comes in at the window and redirect it with 


remarkable accuracy to any place in the room, the 
general principle involved is seen to be simple. 
While all polished metal surfaces reflect light in 
the manner described, they do not reflect it in 
like amounts. For instance, if two beams of 100 
lumens each fall respectively on a polished-silver 
surface and on a polished-aluminim surface, the 
silver will reflect a little less than 90 lumens and 
the aluminum about 60 lumens. In other words, 
the silver surface will absorb only 10 to 12 per 
cent of the light while the aluminum surface will 
absorb about 35 to 40 per cent. All of the light 
falling on an opaqte surface is reflected or 
absorbed by that surface. 

Polished-metal reflectors are used most exten- 
sively in equipment where they can be tightly 
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covered to keep out dust, dirt, and tarnishing 
agencies, such as in automotive lighting equip- 
ment—headlights, spotlights, stoplights, etc. 

Chromium plated reflectors have a number of 
characteristics which make them desirable for 
commercial use. They may be finished dull or 
bright; they have a high, well-maintained reflec- 
tion factor of about 65 per cent, and they are not 
subject to tarnishing. 

Note table Page 55, which shows chromium 
reflecting factor 65—as compared with porcelain 
60-70. Chromium shows all in concentrated beam 
whereas porcelain practically all diffused. Since 
diffused lighting is most desirable for display 
illumination, Day-Brite uses porcelain reflecting 
surface in all their fixtures. 

Similar to the reflection characteristics of pol- 
ished metal are those of mirrored glass. Fig. 19 
‘shows the path of a ray of light striking the sur- 
face of a commercial type of mirror with silvering 
on the back of the glass. A small part of the light 
is at once reflected by the polished surface of the 
glass without passing through to the silvered 
backing; the remainder passes through the glass 
to the silver, from which it is reflected through 
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the glass again and out along a line parallel to 
the ray reflected from the glass surface. The fact 
that most of the light has to pass through the 
glass both to and from the reflecting surface 
makes the silvered mirror, from a laboratory 
standpoint, a less efficient reflecting surface than 
the polished silver itself. For instance, if 100 
lumens strike a mirror the reflections and absorp- 
tions are of the following order of magnitude: 10 
are reflected by the exposed surface of the glass, 
10 are lost by being absorbed by the silvered sur- 
face, 5 are absorbed by the glass, and about 75 
lumens are reflected by the silvered surface, mak- 
ing a total output of 85 lumens. The loss in the 
glass depends, of course, on the quality of the 
glass. The deterioration of a polished-metal re- 
flecting surface in service is, however, a factor 
which often more than offsets its higher initial 
efficiency. 

Mirrored reflectors have the disadvantage that 
they usually throw brilliant images of the filament, 
or striations, on the surfaces illuminated. In 
practice, these striations are often eliminated by 
fluting the reflector or frosting the lamp, with, 
however, some loss in the control of the light. 





Fig. 19—Reflection from mirror. 


The upper third of the beam is directly 


reflected from the surface of the glass, the middle portion from the mirror 
surface, the lower third reflected as shown in the diagram, 


Dull-Finished Metal Reflecting Surfaces 


An unpolished metallic reflector can be consid- 
ered as one which has many small polished sur- 
faces making innumerable slight angles with the 
contour. A velvet finish nickel surface or one 
coated with aluminum paint affords a good ex- 
ample. When a shaft of light strikes such a sur- 
face, the individual rays are reflected at slightly 
different angles, but all in the same general direc- 
tion. This is known as spread reflection. The 
spread of the reflected beam is dependent upon 


the degree of smoothness of the surface, the 
smoother the surface, the narrower the angle. 
Dull-finish reflectors redirect the light with less 
concentration than polished reflectors, but at the 
same time, streaks and striations are largely 
eliminated. The greatest objection to the use of 
this type of surface for luminaries lies in the fact 
that they collect dust and dirt quickly and are 
therefore difficult to keep clean. 

The more common materials for thistype of reflec- 
tor are spun aluminum and aluminum-finish metal. 


Porcelain Enamel Reflecting Surfaces 


In the familiar enameled-metal reflector, the 
surface, so far as its optical characteristics are 
concerned, can best be considered as a plate of 
white glass in optical contact with a steel backing. 
The glass must be very dense so that as little light 
as possible will pass through, for all the light that 
penetrates to the steel backing is absorbed, and 
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therefore wasted. Porcelain enamels vary consid- 
erably in efficiency; if of two reflectors one ap- 
pears gray in comparison to the other, it is sure to 
be considerably lower in efficiency. Figure 31 
shows the characteristic reflection of a porcelain- 
enameled surface on steel. 

Probably the first thing that is noticed in Fig. 








31 is the beam of regularly reflected light. This is 
simply specular reflection from the glazed surface, 
and, as in the case of white glass or glossy paint, 
does not ordinarily amount to more than 5 to 15 
per cent of the incident light. 

Porcelain enamel steel reflectors find their 
principal use in industrial lighting, where the 


y 


advantage of efficiency, ruggedness, and per- 
manency of reflecting surface are important. 

In recognition of these enduring, efficient quali- 
ties the Day-Brite Reflector Company conceived 
the idea to use porcelain enameled steel reflectors 
in all their type of fixtures to obtain a soft, evenly 
diffused light. 





Fig. 31—Reflections by porcelain-enameled steel. 


Table—Characteristics of Materials 




















Light Reflected 
Material Light 
In In Diffused Absorbed 
Concentrated Spread in All 
Beam Beam Directions 

White Glass— 

Very, Light Density: (A Yee as nee Ao ee Nee place: 10-20 8-12 

Very Light: Density (3) 2... soar. >. Mee 3-4 10-20 10-15 

lgicenay IDSA, oote aon cb oom Oe ge ||) | kien oe 40-70 10-20 
Mirrored’ Glass mew etre) ee ee 82-88 12-18 
Polished Metal— 

Sil Vere ee eee tiene CO Ncc ees OD Fe ae ie eee) ae hg Mure 8 

GHromiline st eee is ee oe: 65 35 

PA LUT TNT ee Gree tee Claes gee eee HAN ae. e 38 

Nick aap enpeee eer ent re: 55 45 

DBR es Bike eG oid Sse Nee Nese ee 63 37 

Steel Paw eee ind ok 60s ee ee eee tee eo ee 40, 
Porcelainsenamel Steel a. asses aoe ae el ee Sa aes 60-70 25-35 
Mat-Finished Metal— 

PMAbGaUbR MGI, « noe noc eb ee ov ae eae 38 
White oxidized aluminum............ (0275 4aee wee ee 25-30 
i Wtiiravishbhnldeehbles. 6c n RA eA ee coo olOe 60-65 35-40 














* —For angles up to 45°; for angles greater than 45° this value rises considerably. 


(A)—Smooth side toward light source. 
(B)—Roughed on side toward light source. 


Engineering Principals 
Courtesy of the Edison Lamp Works 


of the General Electric Co. 
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